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CITEL Part Number DS70RS-400 DS70RS-230

AC Network 277/480V
347/600V

230/400V
277/480V

Max. Operating Voltage            (MCOV) 420Vac 275Vac

TOV Withstand 420Vac 275Vac

Leakage Current at                       (Uc) <1mA <1mA

Follow Current none none

IEC/UL Nominal Discharge Current  (In)
15 impulses 8/20 μs

30/20kA 30/20kA

Max. Discharge Current             (Imax) 70kA 70kA

UL Voltage Protection Rating        (VPR) 1500V 900V

Protection Level                            (Up) 1.8kV 1.4kV

UL Short-Circuit Current Rating  (SCCR) 100kAIC 100kAIC

Thermal Disconnector UL 60691

Ac System IT, TT, TN, Single, Split Phase, Delta, Wye

Overcurrent Protection Time Delay - 125A Max.

Dimensions 90 x 18 x 67 (in mm)

Connection by screw terminals, #4 AWG Max.

Remote Signal Indicator 250Vac Max, 2A

Mounting Din Rail, 35mm Symmetrical

Operating Temp -50°C to +85°C

Operating Altitude 13,000 ft (4,000m)

Relative Humidity 5 to 95% non-condensing, up to 100% external

Enclosure Material Thermoplastic UL94-V0

Environmental Rating IP20

3.4 ozWeight

IEC 61643-1 - INTERNATIONAL Class II

EN 61643-11 - EUROPE Class II

NF EN 61643-11 - FRANCE Class II

UL1449 3rd Edition - USA Type 4, Type 2 Location

UL1449 3rd Edition - CANADA Type 4, Type 2 Location

CSA C22.2 No. 8-M1986 Class 9091 32, Class 9091 92

RoHS Directive 2002/95/EC
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Mi V : High energy varistor
Ft : Thermal Fuse
C : Remote signaling contact
t : Thermal disconnection system

DS71RS (1 pole)

DS70R Type 2 AC Surge Protectors are used mainly for 
primary protection of single and three-phase networks at the 
main electrical panel. They provide common mode protec-
tion (between the active conductors and protective wire) and 
are available in one-phase, single-phase, three-phase, and 
three-phase+neutral versions. 

The DS70R high impulse discharge capability classifies this 
SPD as re-inforced Type 2, useful in case of high lightning 
density areas. IEC60364 standard requests Type 2 SPD at 
the entrance of installation if the keraunic level Nk > 25.  

The SPD is based on association of high energy varistors 
equipped with thermal disconnector and failure indicator, to 
comply with standards. Version with a remote signaling for 
disconnection indication is also available (DS7*RS). The 
DS70R is available for the main values of AC voltages.The 
DS70R is DIN rail compatible and is built with a plug-in 
module (DSM70R-xxx) and a fixed base, which allows an 
easy and fast maintenance. 

Dimensions and Diagram  (in mm)
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Standard Configurations

MI

DS7xRS-400

Operating voltage
«S» = Remote signal option

Number of protected poles (1, 2, 3, 4)


