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M40-120S 120Vac, 1ph, 2W+G, single phase

M18-120 120/240Vac, 2ph, 2W+G, split phase

M40-120T 120/240Vac, 2ph, 3W+G, split phase

M40-120Y

M40-277Y

M40-480D

M40-600

120/108Vac, 3ph, 4W+G, wye

277/480Vac, 3ph, 4W+G, wye

480Vac, 3ph, 3W+G,

480Vac, 3ph, 3W+G, delta

40kA transient amps protection (8/20µs) - M40
36kA transient amps protection (8/20µs) - M18
Parallel installed
Thermal fusing
Power present LED indicator
All modes of protection

Citel's M40 and M18 compact, low profile surge protec-
tors are designed to protect local distribution panels, 
OEM control panels, PLC’s, and SCADA systems against 
transient surge events. These devices are installed parallel 
to the AC network and provide robust surge handling 
capability. The M40 is available for all three phase 
applications and is rated at 40kA (8/20µs) transient amps 
per phase. The M18 is a single phase device with a 
transient amp rating of 36kA (8/20µs).

The M40 and M18 are pre-wired and installed via a case 
molded back nipple. Installation can be performed in less 
than 5 minutes. Power up the device and front panel LEDs 
provide instant visual status indication.

AC Panel Surge Protection

M40
M18

Surge Handling (Imax) 40kA/36kA
Nominal Discharge Current (In) 20kA
Protection Modes L-N, L-G, N-G, L-L
EMI/RFI Noise Rejection -
LED Indicators Yes

-mralA elbiduA
Remote Signalling -
Connecting Wire Size #10 AWG, 36” Leads #14
Response Time <5 nanoseconds
Dimensions 4” x 4” x 3”

 4x, PCAMENerusolcnE
thgieW

CITEL INC | 11381 Interchange Circle South | Miramar, FL 33025 USA
Toll Free: 800.248.3548 | Tel: 954.430.6310 | Fax: 954.430.7785 | www.citel.us | sales@citel.us

Service Entrance Protection

Characteristics

2 lbs


